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CLEANING PROCEDURES

Preliminary cleaning
Cleaning and sanitation must be carried out at the end of ev-
ery cooling cycle as a habit and with utmost care in order to 
guarantee the production quality in the observance of neces-
sary healthy rules.

NOTE
Make sure to have clean and sanitised hands before 
proceeding with the operations described below.

WARNINGS
Do not move the freezing chamber when the clear 
protection is closed to avoid collision with the beater. 
Do not move the handle if the green LED is OFF.

X X
.

Make sure that the LED 
on START/STOP key is 
green.

Lift the cooling cham-
ber coupling handle to 
disconnect the machine 
chamber.

Open the transparent 
guard by turning it out-
ward.

Slide the cooling cham-
ber out of its guides by 
pulling backwards.

Beater removal

Remove the beater by 
pulling it gently upward 
and making sure not to 
damage the scrapers.

WARNING
Perform this operation with care in order not to drop the 
beater or the cooling chamber as this could damage them.

Remove the scrapers 
completely.

Removal of transparent guard and beater 
coupling

Pull the protection out-
wards to release it from 
the hooks

Separate the two parts 
of the protection by ro-
tating the mobile part 
until the tab matches 
with the relevant slit

Chamber Washing

Grip the chamber by the 
handle and start wash-
ing it without ever 
plunging it completely 
to remove any product 
residues.

Fill the cooling chamber with cleaning/sanitizing solution 
(prepared as specified by the manufacturer) and leave it 
there for the time specified by the manufacturer. Rinse with 
plenty of clean water. Leave the cooling chamber dry on a 
clean and sanitized tray or dry it with a clean and sanitized 
cloth. Before using the cooling chamber again, dry it care-
fully with a sanitized cloth above all on the front side which 
is connected to the machine.

WARNING
Do not pour water on the front side of the chamber 
where the machine connections are placed
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WARNING
Before connecting the chamber, make sure that the con-
nections are clean and dry. If that is not the case, dry the 
connections with absorbent paper.

Cleaning the freezing chamber connections

Slide out the rod that 
works as a pin so as to 
remove the door

Remove the connection 
protection seals using 
the supplied puller

Clean any accumulated dirt with the suitable brush and re-
move any sign of humidity using absorbing paper.

Refit the seals just by pressing on them, having care to in-
sert them in the relevant seats

Refit the door by refit-
ting the rod that works 
as a pin

Cleaning the machine-side connections

Remove the connection 
protection seals using 
the supplied puller

Clean any accumulated dirt with the suitable brush and re-
move any sign of humidity using absorbing paper.

Refit the seals just by pressing on them, having care to in-
sert them completely in the relevant seats

Cleaning the front side of the machine
Remove the seals that 
protect the beater cou-
pling, located in corre-
spondence of the hor-
izontal part of the front 
sheet. For this opera-
tion, use the supplied 
puller.

Clean the front sheet with a wet cloth

Washing and sanitizing components
 • Fill the container with cleaning/sanitizing solution prepared 

following the producer instructions.
 • Use the supplied brush to clean all the components and 

relevant holes 
 • Dip the parts in the cleaning/sanitizing solution and leave 

them there for the time specified by the manufacturer.
 • Rinse the parts with care, using plenty of clean drinking water.
 • Place the components on a clean and sanitized tray to air-dry.
 • Wipe the exterior of machine with a wet sanitized cloth.

Refitting of transparent guard and beater 
coupling

Couple the fixed part of 
the protection with the 
rotary part.

Insert the protection by 
matching the 4 holes 
with the 4 guides placed 
under the front part. 
Then push the protec-
tion inwards to let the 
guides in

Refitting the beater

Reposition the scrapers 
on the beater by simply 
pressing.

To reposition the beat-
er inside the cooling 
chamber, grab the for-
mer on the machine pin 
and press it inside the 
chamber.


